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D-STAR Stations and Repeater Sites Mapping 


(ID-5tAPLUS andiD-51008 only) a 
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DR Functions and Remote Settings pace 
(ID-51A PLUS and 1D-51008 only) 


Other Functions 


Text Messaging 


DV Fast Data Mode 
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Repeater List Viewer 


RS-MS1A Remote Control Software Requirements 


(Fte0 Download Andtold™ Application ftom Google Piay™) 


Displays Own and Received Position Information 
The ID-51A PLUS and ID-5100A has an integrated GPS receiver 
and shows your own position, course, speed and altitude on the 
display. The GPS position information can be transmitted with 
voice, Received position information is also shown with distance 
and direction trom your position 


Cn i ee 
The IC-7100 and 1C-9100 
allow you to manually input 
the current latitude, longitude 


and altitude or connect an 
external GPS receiver. 


Automatic Position Reply Func’ 


When receiving a call addressed "sew numurmmatar sam 
to your call sign, this function 
automatically replies your current 
position information. Replied 
position information will pop up 
on the caller's display. 


GPS Log Function* 


The GPS log function logs your position 
Information at regular intervals (1 second-60 
seconds, depending on the setting) and 
memorizes this in the SD card or microSD. 
‘card to export to your PC. You can import the lag data into Google 
Earth or other map applications, 

* SD card or microSD card require, 


GPS Position Reporting Functions 


Export to the Android™ Application 
(1D-51A PLUS and 1D-5100A only) 


When connected 
with an Android™ 
device, received 
position information 
can be plotted on a 
Map Application, 


Repeater Search Function 
("10-694 PLUS, 1D-6100A and 1C-7100 only) 


‘The repeater search function assists you in 
accessing nearby repeaters, even in areas 
yyoU are visiting forthe first time. The function 
searches for a nearby repeater using the 
repeater memories with the GPS position 
Information. 


‘To use the automatic repeater search function the 
positon data ofthe repeater is required. The repeater Et 
fan be updated with programming sofware. The 
|D-SIPLUS and (0-51004 can alzo search for D-STAR 
repeaters as wall a anaiog FM repestrs 


PRS (Digital Packet Reporting System) 


D-PRS converis the D-STAR GPS 
Information to APRS™ compatible 
strings and presents it to the 
APRS-IS (APRS Internet Server) 


and other APRS™ clients. The 
APRS maps show real-ime APRS 
Information and tracks D-STAR 
stations on the Intemet. 
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The biggest appeal of D-STAR is long distance communications over the Internet gateway through repeaters. 
Even with a handheld transceiver, you can communicate with a friend in another city or country with a clear audio, 
You can uplink to your local repeater and downlink from a remote repeater, even from the opposite side of the earth. 


The term D-STAR is Digital Smart Technology for Amateur Radio, 
Itis an open protocol for digital communications established by 
JARL (Japan Amateur Radio Lagu. 


{As the digital voice incorporates error correction and DSP technol- 
ogy, the result is clear and crisp audio. The concept is similar to 
conventional FM, but D-STAR DV made pravides clear intelligible 
audio without the noises associated with being on the fringes of the 
communication range. In addition to the clear audio, Icom transcelv- 
ers automatically sense a FM signal while operating in DV made, 
and temporary changes the operating made to the FM mode. 


DD mode is a 128kbps data mode in a 10 W mobile package on the 
23cm band." This is perfect when you need network connectivity, at 
ranges your standard wireless network cannat reach. The ID-1 
becomes your wireless modem via your computer's Ethernet port. 

* The 1-1 is raquiec for DD mode operation 


One of the great features of D-STAR Is the user's abllity to talk 
anywhere they want via call sign commands. With the basic call 
‘sign routing, you can route your communications to a specific 
user or repeater. You are not required to know what repeater the 
person you want to communicate with is located. 

For those repeaters running the dplus software, you have the 
capability of linking to another repeater or a group of repeaters 
via a reflector. The reflectors are a great way to meet new 
people and have cammunications with a group of users from all 
over the world at the same time. 


arinfo. 


This sito is dedicated to helping D-STAR users 
World wide. From basic information on what 


D-STAR is to detailed technical information. ee 


D-STAR Growth Report 


Ropeater List + Reflector List 


Application List 


‘Your source for D-STAR information, 


‘A multiplatform integrated tool for communi- 


lpeaterLict Cation using D-STAR radios. 


‘The biggest D-STAR QSO parly in the World 
is held every September. 


IPX7 Waterproof Construction Integrated GPS Receiver 


IVHF/VHF, UHF/UHF, VHF/UHF dualwatch —_| Integrated GPS receiver 
\Independent AM/FM broadcast receiver —_| Compact and lightweight 
IPC programmable with CS-51PLUS free download software 


VHF/UHF DUALBAND DIGITAL TRANSCEIVER gm 


@ 


microSD Card Slot 


Bluetooth application image 


Touch Screen Operation 8-3 Bluetooth® Headset 
IVHF/VHF, UHF/UHF, VHF/UHF dualwatch 
IIntegrated GPS receiver 


{Optional wireless remote control Bluetooth® headset VS-3 
(Optional UT-183 Bluetooth® Unit must be installed in the ID-5100A.) 


IPC programmable with CS-5100 free download software 


VHF/UHF DUALBAND DIGITAL TRANSCEIVER 


ID-5100A © 


SD Card Siot for 
Voice and Data Storage 


IHF, 50/144/430/440MHz multi-band 
Intuitive touch screen interface 
Controls at your fingertips with an angled display 


HFIVHF/UHF TRANSCEIVER, 


IC—7100 


| 28/50/144/430/440MHz band DV mode (UT-121 required) 
11200MHz band DV mode (UT-121 and UX-9100 required) 


(Three independent receivers, one each for 
HF/S0MHz, 144MHz and 430/440MHz bands 
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HF/VHFIUHF TRANSCEIVER, > 
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D-STAR Worldwide Repeater Network 


D-STAR Repeaters 
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1D-RP2C 1D-RP2V_— 1D-RPZO00V 1D-RPAGOOV 
Repeater conor ‘2oauHs Dvmode ste DY mode SSOAOMIEDY made 
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Repeater Compatibility Chart with Icom Digital Transceiver 
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RS-RP2C 
Internet gneway zfteare 
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* Optional UX-0100 and UT-121 are required 


TD-APZO0OV (sre BV nase) 


* Repeater access using rad trequency. 
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Cross band operation between 
ID-RP2000VRP4O00VIRP2V is possible, 


TD-APAV (eons Vay = 


TO-APED__ (ane omy = 


STAR (Dia Sart Technolgy or Amateur Po) 


Spat aio peel dele by JARL {pan Amar Rac Leng) kin ie. algo ae foie 
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ICOM INC. +522 saminan Hares Osha 576603 Span Phanet oe7 ce For) 7s 


_wew.icom.co.jp/wortd Count on us! 


Icom America tne. 


Icom (Europe) GmbH 


Icom France sas. 


Icom (Australia) Pty. Ltd. 


Icom Canada 


Icom Brazil 


Icom (UK) Ltd. 
EREae. 


Icom New Zealand 


Your local distributor/dealer: 


Shangha com Ltd 
mincayagtemae 
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